AUTOMATIC ZIG-ZAG SEWING MACHINE 


Dear Homemaker: 


machine. 


zigzag stitch. 


Sears, Roebuck and Co. 
LI 


This booklet has been written for ygu. to help 
you use and enjoy fully your KEXWORE Automatic 


Zigzag Saving Machine. 


We urge you to resd pp. 2-18 before using your 
This section explains the operation 
of the special controls thst allow you to do 
many tedious tasks automatically 
pages offer suggestions and instructions for 
Specific ornamental and tise saving operations 
Sea p. 11 before using the autosstic ratterrs or 


The following 


We feel the KENMORE Automatic Zigzag Sewing 
Machine is the finest of its kind and we are 
happy to offer help with any questions you say 


have regarding the machine. 


Sincerely, 


ics Laboratory 


Department 817 
Seara, Roebuck and Co. 
Chicago 7, Illinois 


Jean Shaw, Director 
Econcs 
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INSTALLING MACHINE HEAD 

Loosen the two binge screw» poder holes in the rear 
edge of che machine bed 

Raise bioge pins in the cutout 


Slip machine bead onto the pice and tighten hinge 
screws secureiy 


Lower machine head to frac 


SEWING LIGHT 


The sewing e pice the face covet 
plate аз ж À es the wiag area 
only. It may de ' 1 ff tort 

switch clock wie 

To change oper the fico e plene wing 
ing it open, тети fra you and 
remove, Then eve 

CONNECTING. MACHINE 

Push the plug onta three 

machine motor, 

Plug machine cord into 4 || v tet 
When installed in eaters меня TL ^ 1626 


in hole in bedplate 


NEEDLE AND THREAD TABLE 


wama | STRAIGHT 
THREAD SIZE a» STITCN FABRIC 
. LENGTH 
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Nylon 4 Я arkons 
Silk A ja Fine lac 
Machine embroidery d 
‘Catron Li © medium weight 
Mercer rep 
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b a . LI E 
Sik A Mediam weight nylons 
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Vee Kean m nouilles The use ot the needle should 

tonitrm te skew el the thema und buch should be suit 


able to the material THe mine sise threud should be used 
in the bobbin as on the upput par of the machine for 
onhnaty sawing 


Never awa а bear needle ug une with 4 blunt point. 


. REMOVING BOBBIN CASE FROM SHUTTLE 


WINDING THE BOBBIN 


INSERTING BOBBIN INTO BOBBIN CASE CASE INTO SHUTTLE 


o Guide bobbin onto center p 


Ө Pull thread thro 7 
Ө Pull thread under tension spr 
ө Postion case into з 


THREADING UPPER MACHINE 


BIN THREAD 


PICKING UP 


Reise presser foot lever. 


Hold needle thread looweir in left haod end rotate 


hend wheel toward you set complete turn. 


Bring bobbin thresd wp by pulling apper thread. 
(Sec illostratie 


Place threads hack fer presser (oor. 


ADJUSTING THE PRESSURE OF THE PRESSER FOOT 


Push down lately of presser foot kawit, (Mew Ufortre 


tions. This will releser preature of presser (am To 


increase premure, pes. foe" r | (op dE penser 
foot knob until suitable pressure js иф 
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ADJUSTING TENSIONS 


PROBLEM 


[2] Upper thread too tight 


p 


Fig. 2 


e Upper thread too lon 


REMEDY 


INCREASE TENSION 


== Turn Clockwise, 


DECREASE TENSION 


Turn Counter 
Clockwise. 


INSERTING AND REMOVING THE MATERIAL 


TURNING A CORNER 


Stop sewing machine and make sure ocedie is 
in fabric. Raise presser foor. Turn fabric ro 


desired direction and go om with stitching. 


DROP FEED CONTROL 


The knob i» situated on right front of 
machine bed, When knob is mumed to the 


LEFT. feed doy does ove pull mate This 


allews the operatore freedom: vi movement of 
material, Yor regular sewing, tuen knob to 
the RIGHT. 


DARNING 


WITH PRESSER FOOT: 


Turn feed dug control to LEFT, 

Press down lutch of presser foot kaab, me ? 
mending, durning, monogram work, vr. mer 
Serecóh fabric tightly between tee apring te 
Lower presser bar so thread will have some te 
fabric buck und forth to cover derbiog ste- 7 
fight-ungles to the previous stirchiog. A 

milke any length stitches desired. Show mess ‘ 
stitches. Fast movement will make low. 4 

Wisa yor (foh drag, um gems | 

general sewing by pressing down rownd top « 


WITHOUT PRESSR FOOT: 


1. 
n 


5. 


Turn feed dog control to LEFT, 

Remove presser foot, 

Proceed as directed under steps 3 and 4 shove 
When yon finish darning, raise the presser ber #8 
Repluce presser foot. 


CHANGING THE ATTACHMENT FOOT 


The various ateachment (eec. available for 
Kurawa kind» et work ace to be tasreved to 


the prex er bur. To attach the f 


t. mise the 
presser bar to its highest pomrion by mizing 
We premer foot lever, Looney the presser loot 
thumb screw, choons the proper four, insert 
frum ihe trono, Tighten the screw using the 
large screw driver und wake sure that the 


foot is secure. 
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ZIG ZAG CONTROL 


SETTING STITCH WIDTH 


More stitch wide to the desired position 


between © end stitch width indicator plate 
Zigzag stitch width increases From I to 6. Straight 


th control on û 


stitching is f 


LOCKING STITCH WIDTH 


xk Ster. Shift Jock 


Loosen the мис} 


screw so 43 to hold the iteh width lever io desire 


position. Tighten lock setema (eta 


AUTOMATIC DECORATIVE STITCHING 


This muchine can sew besucifal decorative and em: 
breeders medhan „„ dome spi 
with the machine, The movements of the oeedie 
are cootralled by the dise. 


The stitch length. specified is for ап average pattern 
of decorativo sewing, When «€ looser of tighter 
ed by 


wee die siech leageh 50 u shorter or enger suwah 


partera of # g is prefered, it ds ach 


to аш rout preference. 


INSERTING THE DISC 


Y Push stitch width control lever ro the right and 


keep и there during torera 


2 Pull Avtomanc Decorare Stitch Mechanism 


upon. Greap йно of pattern dis and slip disc 
vato the shaft. uen dim tighe оос it sips 
down and the rertining pin enters hole in dix. 


J. Melesse isch width conerol lever 
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AUTOMATIC DECORATIVE STITCH VARIATIONS 
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ons мо 
Stitch width o 

DIST мо. 12 
Stitch length t's Ot wo 13 
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REMOVING LINT 


Turn hund wheel toward you unti 
needle is at its highest position 
Remove bobbin and bobbin case 
Push buttons ı Ar sideways. 
Remove shuttle race cover В 
Then pull out shuttle ©) by gres- 
ping axle. 

Remove accumulated lint за 
threads from all parts of shuttle 
race, 

Replace shuttle in ruce body. © ırl 
axle facing out, forming a perfect 
circle with driver (D), 

Replace shuctle race cover В 
then insert bobbin and bobbin csse 
Do пог attempt ro force #9) m 
the above operation. 

Occasionally remove the needle 
plate and clean feed dog with « 


sofe brush. 


OILING MACHINE 


Keep ті 


e to оп 
at top of 
lt can be taken 
з. irh both hands. 
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(ма men 
under presser fest, 
Feed dog down, 


Incorrect thread tension з. 

Light pressure on presser foot. 
g two different sizes or 

[5 Af west. 

Bent or blunt needle. 


Loose presser foot. 
Fabric too sheer or too sott, 


Cheese correct vire futile io Dresd and fabric page 3 
Retirees mace Pape 9 

Thien epee treet ternas page 12. 

Ое nat pot tayt, gaie it ретту. 

legerit prewe oa presser №091 ‘page 10 

Berti presse ‘oot gage 1T 

Тено better (page 7 

De эм рей ‘src: cute If perth. 

Cheese correct sire sena der {asd and tee © page 3 
Reset mena росе 5. 

Reset paman nt pags 17 


Drew Doth tee Dach sooo FM toel ры» 10 

Race teed dep. 

Reset teens teaser з page I2, 13. 

ie premens оа grove Sout page 18 

Upper thread bd Sante {ADS ep ld be kama wow sed ав 


Inst nem mesake (pace À 
Reset presser toot page IF 
Use underiay of frise pups! dl TENE when WINTANG, 
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WHAT TO 


PROBABLE CAUSE 


Incorrect size naadie, 

Bent or dunt needle: 
Incorrect setting of node, 
Tight upper thread tension, 
Light pressure on presser taat, 


Starting with take-up ‘aver In 
tow руз Пот, 


Starting ta atitoh tuo eat. 
Improper threading, 

Tight upper throad tension, 
Incorrect «ire needle: 


Sharp eye in needle, 


Improper Dobbin care (мейли, 
Tight оооот. thead tension, 
мив m. hobo omae ое shut, 


Poad dug dawn, 
Light provaute un genau tual 


Phevada anvttad under fabric, 


Томаш umge on nuf tie, 


DO 


CORRECTION 


Choose correct sue needle fer ftreed and fabric page 5), 
Insert new noede page 5 

Reset needle page 3 

Loosen upom thread teesion page 12). 

Increase pressure Фа presser foot page 10 


Tohr up lever must bo in Mghest passion when storting to sew, 


Start lo stitch at э medium spend. 

Rotnonsd machine page 9. 

Loosen upper thread Tonssen pago 12 

Choose correct sara needle tee 100020 und fabric pago 5, 
Insert new nasih page $i. 


Cheech бобр sasa Deed pare Bi. 
Loosen bobbis thread tension page 135. 
Clean bobbin cass and shuttle page 24. 


Raise feed dog. 
Increase pressure ва present test page 10). 


Bisa cath threads bath coder presser 1001 before beginning to 
зне 


Disassemblo paw can satia (page 24. 
v 


ms KENMORE 


A great пате in peeing machine red a complete 
and continuing wervice no matte j 


GENUINE S 


JUST PHONE . WRITE + wiRt 


Your nearest 
RETAIL STORE. CATALOG $414 
OR MAIL ORDER H 


Please be sure t 
SEARS, ROEBUCK AND CO. SIMPSONS- SI ARS.LIMITED 
AND WALTONS-SFARS-LTD 


